
State Railway of Thailand
Type
Code
Color

Wall
AF-201
Red Wood

          กระเบื้องปูผนัง-พื้นภายนอก กระเบื้องดินเผาไฟสูง ชนิดไมเคลือบ 

เนื ้อแกรง ดูดซึมน้ำต่ำ ไมเปนเชื ้อรา ทนกรด ทนดาง ไมล�น ไมตองเคลือบ

หลังการติดต้ัง กระเบ้ืองรุนน้ีจะมีการใชเทคนิคพิเศษ ซ่ึงจะทำใหสีมีความเหลือบกัน 

ดมีูความเปนธรรมชาตินุมนวล ยังความอบอุนคลาสสิคในสไตลยุโรปไดอยางลงตัว 

รุนนี้สามารถปูถนน ลานจอดรถ สามารถรองรับน้ำหนักไดมาก

โอลด คันทรี่



Type
Code
Color

Wall
AF-206
Smoky White

C o l o r s *  สีของผลิตภัณฑ อาจแตกตางจากสีในรูปเล็กนอย เน�องจากการพิมพ 

Smoky White
สโมกกี้ ไวท

Foggy Grey
ฟอกกี้ เกรย

Red Wood
เรด วูด

Shadow Brown
ชาโดว บราวน

Solar Eclipse
โซลา อีคลิปส

Code: AF-101
100x100x16 mm. 80 pcs./sq.m.
60 pcs./ctn. 0.75 sq.m./ctn.

Code: AF-606
150x150x16 mm. 38 pcs./sq.m.
20 pcs./ctn. 0.53 sq.m./ctn.

Code: AF-106
65x150x16 mm. 130 pcs./sq.m.
100 pcs./ctn. 0.77 sq.m./ctn.

Code: AF-206
65x210x16 mm. 65 pcs./sq.m.
50 pcs./ctn. 0.77 sq.m./ctn.

Code: AF-201
100x210x16 mm. 40 pcs./sq.m.
30 pcs./ctn. 0.75 sq.m./ctn.

Code: AF-202
210x210x16 mm. 21 pcs./sq.m.
10 pcs./ctn. 0.48 sq.m./ctn.

Code: AS-201
45x100x210x16 mm. 5 pcs./m.
20 pcs./ctn. 4 m./ctn.

Code: AL-106
45x65x100x16 mm. 15 pcs./m.
80 pcs./ctn. 5.33 m./ctn.

Interior Wall Exterior Wall Interior Floor Exterior Floor Installation
with joint

Installation
without joint

Step Anti Slip R11
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